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(1) All standees on the bus are rear-
ward of the standee line or other means
prescribed in § 393.90 of this subchapter;

(2) All aisle seats in the bus conform
to the requirements of § 393.91 of this
subchapter; and

(3) Baggage, freight, or express on the
bus is stowed and secured in a manner
which assures—

(i) Unrestricted freedom of move-
ment to the driver and his/her proper
operation of the bus;

(ii) Unobstructed access to all exits
by any occupant of the bus; and

(iii) Protection of occupants of the
bus against injury resulting from the
falling or displacement of articles
transported in the bus.

[36 FR 18863, Sept. 23, 1971, as amended at 37
FR 12642, June 27, 1972; 38 FR 23522, Aug. 31,
1973; 60 FR 38746, July 28, 1995]

§ 392.9a [Reserved]

§ 392.9b Hearing aid to be worn.
A driver whose hearing meets the

minimum requirements of § 391.41(b)
(11) of this subchapter only when he/she
wears a hearing aid shall wear a hear-
ing aid and have it in operation at all
times while he/she is driving. The driv-
er must also have in his/her possession
a spare power source for use in the
hearing aid.

[36 FR 12857, July 8, 1971]

Subpart B—Driving of Commercial
Motor Vehicles

§ 392.10 Railroad grade crossings;
stopping required.

(a) Except as provided in paragraph
(b) of this section, the driver of a com-
mercial motor vehicle specified in
paragraphs (a) (1) through (6) of this
section shall not cross a railroad track
or tracks at grade unless he/she first:
Stops the commercial motor vehicle
within 50 feet of, and not closer than 15
feet to, the tracks; thereafter listens
and looks in each direction along the
tracks for an approaching train; and
ascertains that no train is approach-
ing. When it is safe to do so, the driver
may drive the commercial motor vehi-
cle across the tracks in a gear that per-
mits the commercial motor vehicle to
complete the crossing without a

change of gears. The driver must not
shift gears while crossing the tracks.

(1) Every bus transporting pas-
sengers,

(2) Every commercial motor vehicle
transporting any quantity of a Division
2.3 chlorine.

(3) Every commercial motor vehicle
which, in accordance with the regula-
tions of the Department of Transpor-
tation, is required to be marked or
placarded with one of the following
classifications:

(i) Division 1.1
(ii) Division 1.2, or Division 1.3
(iii) Division 2.3 Poison gas
(iv) Division 4.3
(v) Class 7
(vi) Class 3 Flammable
(vii) Division 5.1
(viii) Division 2.2
(ix) Division 2.3 Chlorine
(x) Division 6.1 Poison
(xi) Division 2.2 Oxygen
(xii) Division 2.1
(xiii) Class 3 Combustible liquid
(xiv) Division 4.1
(xv) Division 5.1
(xvi) Division 5.2
(xvii) Class 8
(xviii) Division 1.4
(4) Every cargo tank motor vehicle,

whether loaded or empty, used for the
transportation of any hazardous mate-
rial as defined in the Hazardous Mate-
rials Regulations of the Department of
Transportation, Parts 107 through 180
of this title.

(5) Every cargo tank motor vehicle
transporting a commodity which at the
time of loading has a temperature
above its flashpoint as determined by
§ 173.120 of this title.

(6) Every cargo tank motor vehicle,
whether loaded or empty, transporting
any commodity under exemption in ac-
cordance with the provisions of subpart
B of part 107 of this title.

(b) A stop need not be made at:
(1) A streetcar crossing, or railroad

tracks used exclusively for industrial
switching purposes, within a business
district, as defined in § 390.5 of this
chapter.

(2) A railroad grade crossing when a
police officer or crossing flagman di-
rects traffic to proceed,
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